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The company thank you for using this product. We strive to develop Power Tools products which meet
high quality standard of Zinsano as always. We always take good care about every procedure of manufacturing,
choose quality materials for making the products that contain high performance including comfortable and safety a o) ﬁiﬁ] BIJ 1 ﬂﬂ%ﬂ’] 5
to use, saving time and extra works at reasonable prices. The safety feature of our products is realized by using

double insulated. Moreover our product contain the symbol shown about safely precautions and product guide

finmpuaszanfidausnig Contact Service Center

and proper application symbols to customers read before use. . B
Juduns - AT a1 08.00 - 18.00 U. Monday - Friday 08.00 am. - 06.00 pm.
Tnséwn : 02-888-2777 Ao Hhe3ans Telephone : 02-888-2777 Ext. Service Center
Tnsans : 02-888-2799 Fax. :02-888-2799
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1. Use the sockets designed for power tools or pneumatic tools.

2. Use only the appropriate size Square Drive Sockets.

3. To attach a socket, align the accessory with the anvil and push it firmly over the retaining ring.
(Fig. 12A)

4. To remove the accessory, pull the accessory off the anvil. (Fig. 12B)

Maintenance Information

Either the driver or the charger require any special maintenance. Keep both the driver and the charger in
a dry place where they will not be expose for frost of direct sunlight. To assure safety and reliability, all
repairs should be performed by an Authorised Service Center or other qualified service organizations. Only use
the recommended battery and charger. Battery and the battery pack can not be put together with coins, metal
wares as screws and drivers to avoid short circuit of battery or battery pack. Battery and battery pack should
be kept away from fire sources, and should not be placed for a long time under high temperature surround-
ings (such as solar heating, heater, or any place with temperature above 50°C). Charge under the regulated
charging current, do not over charge beyond the regulated charging time.

WARNING: Always wear safety goggles or safety glasses with side shields when operating tool. Failure

to do so could result in objects being thrown into your eyes, resulting in possible serious injury.

WARNING: Read all instructions Failure to follow all instructions listed below may result in electric

shock, fire and/or serious injury. The term "power tool" in all of the warnings listed below refers to your

mains-operated (corded) power tool or battery-operated (cordless) power tool.
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zinsano MANUAL GUIDE

NOTE : Always be sure that the tools is switched off and the battery pack is removed before installing or
removing the bit.

1. Hold the bit holder and pull it in the direction of the arrow. (Fig. 10A)

2. Insert the bit into the hole of the shaft.

3. The bit holder will return to its original position when released.

4. Pull the bit to make sure it does not come out.

5. To remove the bit, pull back on the bit holder in the same way. (Fig. 10B)

5. s¥nbisuRazoussrNudsrasduifniymusunasanginassgnifibigndeemusnasauaesduim Dimension Of Bit To Use
6. U3FMbisuRaTauAanNuEsTesBuiTiliimageshmedegndes mumuuzianeiionsldau
. ——f= a-16mm
[ [ cal
aJanHUNAIINIIY
solflAndyanwaiilddmivindesdiniaiidnlarnununevesddnvalinoumsinay B = 13mm
CE€ auauiBanudoimun fuguan anulasady waasnssusasanguan ﬁ ﬁ
O C = 6.35mm (1/4”)
@ gugfionsldenu ,gf wassul (Laash)
Remark of the bits dimension are differ from above spec, it will not compact to the diver and probably
A ffiou sz Teduniny B sl (e fall out from impact driver.
Attaching And Removing Accessories (CL1821)
i dIusNdsAy (fl ANUISITOVEN CAUTION: Remove the battery pack from the machine before any adjustment or maintenance is carried

out. Before fitting the battery pack, make sure that the machine is switched off.

Tdnefinfisy

[ 4




zinsano

Led Light

WARNING: Don’t stare at the LED light, nor put the light illuminates people eyes. If eyes focus on the

light for a while, may cause pains.
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LED Light

Fig. 8

1. Equipped with a LED light indicated the front of bits.

2. Light on while trigger on, Light off while trigger off. (Fig. 8)

3. Light can be on with slightly pressing the trigger.

Belt Hook

MANUAL GUIDE

1. The belt hook is convenient for temporarily hanging the tool. This can be installed on either side of

the tool.

2. To install the belt hook, insert it into a groove in the tool housing on either side and then secure it

with a screw. To remove, loosen the screw and then take it out. (Fig. 9A & Fig. 9B)

Installing And Removing The Bit (CL1822)
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£ 4 o =

?lﬂga LBALNAUA
s_’u CL1822 CL1821
fhiumanlummn ALY 1/4" (6.35 4. Taigt
Hduaenuuuinasy Taidt 1/2" (12.7331)
101935 18V DC 18V DC

ANUGIIIY

(L) 0-1600 F0U/UNi
(M) 0-2000 U/UW#

(H) 0-2800 390/

(L) 0-900 30U/
(M) 0-1200 99U/ANT

(H) 0-2700 00/

AMUFINTZUNN

(L) 0-2200 n3zunn/uNd
(M) 0-2800 n3zHNNANT

(H) 0-3600 n3zunn/unit

(L) 0-1500 n3zunn/unii
(M) 0-2000 NFzuNA/UT

(H) 0-3800 n3zunn/unii

usedngean (L) 100 fnumns (L) 50 fafumng
(M) 150 H3dumng (M) 100 fhfuwng
(H) 220 Taduwng (H) 280 F36umng

uURB3 Li-ion 18V 2 Ah. Li-ion 18V 2 Ah.

A3DNTSALUAIADS

wsesulnlidn 100V-240V,50-60Hz,80W 100V-240V,50-60Hz,80W
wIeAuTNIA 20V 3Ah 20V 3Ah

2NN 60 w1 60 w7l

thuin 3.7 kg. 3.7 kg.
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MANUAL GUIDE

4. Self Stop in the reversed level: lasts 2 sec. to reach breakaway torque, then stopping in order to loosen

nuts properly to prevent injury from nuts drop.

5. Forward position: Press the impact power selection/automatic stop button (A) to cycle through the 3

modes. When the desired mode indicator is lit, the setting is done. (Fig. 7)

6. Reversed position: Press the impact power selection/automatic stop button (A) two modesare optional.

When the desired mode indicator is lit, the setting is done (see below chart). (Fig. 7)

Indicator lamps

Application

Work

Tightening when force and

Tightening in underwork material/

10R00
F:: @% — speed are desired. Tightening long screws/ Tightening
g
EElL _/&7 bolts.
A
| = Tightening when a good Tightening in the nishing board,
9
FLw Ve nishing is needed. plaster board
[__LUN £ ’
g ] &
——
A
| Tightening when excessive Tightening small screws such
FCm ‘°RO(<° tightening need to be avoided as M6
Cm @gg : because of potentially clogged
Ell. &>
/ female screw and broken or

damaged screw head.

Indicator lamps

Application

Work

F-HH
L
E@@us

dOLS JILVWOLNY
Q33dS/AN0NOL

&)

Reverse position self stop function
2 sec. to reach breakaway torque,

then stopping.

Loosening nuts whenoperating at
a high place to prevent injury from

nuts drop.

FElH
H|/
Lk
E us|

%

dOLS JLVWOLNY
033dS/3N0YOL

Loosening when force and

speed are desired.

Loosening long bolts.
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1. To start the tool, simply press the trigger. Tool speed is increased by increasing pressure on the

trigger. Release the trigger to stop. (Fig. 4)

2. When the trigger is depressed the chuck will rotate (provided the forward/reverse level is set in the

forward or reverse position). The trigger can be locked in the OFF position.This helps reduce the

possibility of accidental starting when not in use. To lock trigger, place selection lever in the centre

position.

Using The Impact Power Selection (C11822)

1. The impact power selection button is used to adjust the torque, rotation speed (RPM), and impact

speed (IPM) for different application. (see Specifications chart for RPM and IPM)

2. Press the impact power selection button (A) to cycle through the 3 modes. When the desired mode

indicator is lit, the setting is done. (Fig. 6)

Indicator lamps

Application

Work

FEH
LU
eE@lL

Tightening when force and

speed are desired.

Tightening in underwork material/
Tightening long screws/ Tightening
bolts.

Tightening when a good

Tightening in the nishing board,

Cm
EllL

because of potentially clogged
female screw and broken or

damaged screw head.

FE: ) nishing is needed. plaster board.
el

A

T Tightening when excessive Tightening small screws such
FCH tightening need to be avoided as M6

USING THE IMPACT POWER SELECTION /AUTOMATIC STOP BUTTON (CL1821)
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Charger Led Indication

CHARGER STANDBY Red light steady on ® O —_— Stand by

WHILE CHARGING Red light steady on
green light blinking . * e Charging

CHARGING COMPLETE Red and green lights Battery too hot
blinking alternately ** . or Battery too cold
Red and green light Full charged
steady on oo -

MALFUNCTIONBATTERY | Red light blinking .*. O Replace the battery

NOTE: The battery will not reach full charge after the first charge. Allow several cycles
(drilling followed by recharging) for them to become fully charged.
Forward/reverse Level

WARNING: Always check the direction of rotation before operation.

@ REVERSE

Fig. 4
This determines the direction of rotation of the chuck, ie. clockwise or anti-clockwise. To alter the
direction of rotation stop the drill then push the selection lever to the left of right. When the lever is in the
“Forward” position the chuck will rotate clockwise. When the lever is in the “Reverse” position the chuck will
rotate anti-clockwise. Before operation check that the level is set in the required position. (Fig. 3)
WARNING: Use the reversing switch only after the tool comes to a complete stop. Changing the
direction of rotation before the tool stops may damage the tool. When not operating the tool, always set
the reversing switch lever to the neutral position.

Trigger
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NOTE:

@ Lithium battery does not have memory effect, therefore to prolong the battery life please fully charged
the battery before storage. This will reduce battery self discharging characteristics. If the voltage of the
battery is too low, it’ll automatically lock itself. If the tool feels lack of power, please stop the operation and
charge the battery immediately. If the battery is stored more than 3 months, please charge the battery first
before operation.

@ If the tool does not function, please clear all debris and restart again. If malfunction continues
malfunctions, please remove the battery immediately and contact the local service dealers for assistance.

® The battery pack will become slightly warmer while charging. This is normal and does not indicate a
problem.

@ Do not place charger in an environment either extreme hot or cold. It will work best at normal room
temperature.

® When the battery is fully-charged, unplug your charger from the power supply and remove the battery

pack from the charger.

CAUTION: To prevent damage to the battery pack, remove the battery pack immediately from the
charger when no LED lights. Return battery pack and charger to your dealer for checking or replacing.

Do not insert a battery pack into a damaged charget, it may damage your battery pack.

Battery Remaining Capacity Indicator
1. Battery is equipped with the battery remaining capacity indicator.
2. Press the battery capacity indicator button (A) to indicate the battery remaining capacity. The
indicator lamps will then light. (Fig. 3)
3. Either the indicator lamp blinks or none indicator lights, the battery capacity has run out, so the tool
does not operate. In these cases, charge the battery or replace the dead battery by a fully-charged on.
4. When two or more indicator lamps do not light even after charging is complete, the battery has

reached the end of its service life.

Indicator lamps

B Lioned [ ] o [ Ml Binking
(&Ry FC =
OEIEOE
el ECHL

>60% 30~60% >30% >10% (Charge the battery)
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Installing Or Removing Battery Pack

Fig. 1

11. Hold the tool and the battery pack firmly when installing or removing battery pack. Failure to hold
the tool and the battery pack firmly may cause them to slip off your hands and result in damage to the
tool and battery pack and a personal injury.

2. Always switch off the tool before installing or removing of the battery pack.

3. To remove battery pack, press the battery clip, and pull out. To install the battery pack, align the
tongue on the battery pack with the groove in the housing and slip it into place. Always insert it all the
way until it locks in place with a little click. If not, it may accidentally fall out of the tool, causing injury
to you or someone around you. (Fig. 1)

NOTE: Do not use force when installing the battery pack. If the cartridge does not slide in easily, it is not

being inserted correctly.

Charging The Battery Pack

Cracked

DANGER: If battery pack case is cracked or damaged, do not insert into charger. Danger

of electric shock or electrocution.

1. The battery pack for this tool is supplied in a low charge condition to prevent possible problems,
therefore, you have to charge the battery before first use.

2. Charge battery pack only with the charger provided.

3. Using an other charger can cause severe damage or even cause battery to explode from the work
piece and determine the reason for jamming.

4. Connect the charger to a power outlet. Place the battery pack in the charger aligning raised rib on the

battery pack with the groove in the charger. (Fig. 2)
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Operation Information

A. Bit Holder(CL1821)

B. Anvil (CL1822)

C. LED Light

D. Trigger

E. Forward/Reverse Level

F. 3 Stage impact power selection button(CL1822)
G. Indicator Lamps (CL1822)

H. Battery Capacity Indicator Button (CL1822)

MANUAL GUIDE Zinsano Aflonslde

1. Busuldnulagmsnalnilu anudiasiuegivuseildlumsnalniiu JasslniensamsineuFig. 4)
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1. 3 Stage impact power selection

) 1. s2uunAdaluR (fwmsunmsranetien) azvineundean 2 Juniidelifiuseiuiiedaeiuliliionnnnau
& Automatic Stop Button (CL1821) :

J. Indicator Lamps (CL1821) AMNNIINBA

2. a3t : aetludsuusanszunn(A) Wedsnfleiduiideesns Tnaazildiden 3 fedduFig. 7
K. Battery Capacity Indicator Button (CL1821) g (A) (Fig. 7)

L. Belt Hook 3. Tnuansaans : netutlSuusenszunn(A) Wisdeniteriduiideans lagasilifiden 2 ety

M. Battery Clip (@913euaN). (Fig. 7)
N. Battery Pack (2Ah.)
O. Battery Pack (2Ah.)

P. Charger
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2. Tlazaadionalniiu wazasdladlovasylniiu. (Fig. 8)
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zinsano MANUAL GUIDE

8. Research and development of The Company SINGSANGUAN&SONS CO., LTD.is an ongoing task, so
specific information in this manual is subject to change without notice.

9. Technical specifications may differ in each country.

10. Recommend the use of accessory or components’s Zinsano power tools as indicated in this manual.
Using of accessories or other components other than those specified may cause users to get injured.

Should the use of accessories or components as indicated.

Safety instructions

When using this tool should be aware of safety and must be followed to avoid the risk of equipment that
may cause a fire, short circuit and accidents that occur to users. For the safety of users, please read the
manual carefully before using the machine.

1. Keep the machine in a convenient place and easy to use.

2. Should Always place the machine away from damp or wet areas and do not use this machine in areas

near flammable materials, gas or oil.

3. Store idle power tools keep away of children and other person

4. If the machine is not used for a long time, should be keep out of reach of children

5. Do not use excessive force machine, should be used correctly.

6. Should put the equipment correctly.

7. Wear suitable clothes. Do not wear loose clothing and jewelry, may be cause harmful. Do not wear

gloves and a person with long hair should be wear a headband.

8. Use dust mask along with safety goggles.

9. Spaced while using the machine to be safe.

10. Use lubricating oil in tool maintenance.

11. Check the machine periodically if there are any parts that are damaged should be fix. Do not place

the wrench near the machine before the machine is working, may be cause damaged wrench.

12. Beware hand and equipment away from the on-off switch to avoid accidental starting.

13. If you feel sleepy should not use the machine should be stopped immediately.

14. Check that the parts are damaged or not. Do not use the machine if parts are damaged or broken.

15. The use of other devices that are not recommended can cause accidents.

16. Change parts fit for use.

17. Keep this safety manual for reference.
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zinsano MANUAL GUIDE
Specification
Model CL1822 CL1821
Hex. Collet size 1/4"(6.35mm.) X
Square Driver X 1/2" (12.7mm)
Motor Power 18V DC 18V DC
No-Load Speed (L) 0-1600 rpm (L) 0-900 rpm
(M) 0-2000 rpm (M) 0-1200 rpm
(H) 0-2800 rpm (H) 0-2700 rpm
Impact per minute (L) 0-2200 ipm (L) 0-1500 ipm
(M) 0-2800 ipm (M) 0-2000 ipm
(H) 0-3600 ipm (H) 0-3800 ipm
Max. Torque (L) 100 Nm (L) 50 Nm
(M) 150 Nm (M) 100 Nm
(H) 220 Nm (H) 280 Nm
Battery Li-ion 18V 2 Ah. Li-ion 18V 2 Ah.
Charger
Input 100V ~240V,50-60Hz,80W 100V ~240V,50-60Hz,80W
Charging voltage 20V 3Ah. 20V 3Ah.
Charging Time 60 min 60 min
Net Weight (kg.) 3.7 kg. 3.7 kg.

Note: Due to we have a detailed research and development in ongoing is subject to change without notice.
Properties
For removing small wheel nuts or general nuts (CL1821)

For drilling or screwing wood and metal (CL1822)

Instructions before use
1. Should study and follow the instruction manual attached to the machine, including safety
precautions before use.
2. Should maintenance tools ready to use regularly.
3. Do not allow children to use the tool and should be kept away from children.
4. Stop using as soon as you find something wrong with the Tools.
5. Do not modify equipment that came with machine the addition of manual specifies. May cause
damage to the machine and not safety.
6. Continuous operation should not overload the machine.

7. Use the right tool for each job type.
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Fig. 9B

1. paumadudaiilfifennuazaaniunsndeuinendosdie sunsnandldanifeiuusaniodie
2. lumstndspaumaduda thaddmadudalmuiududinaesedeswaslifontusondnly
Fuflpnpanuaziendvaadudnopnmnsownisaanaan(Fig. 9A & Fig. 9B)

ASAARILAZADANDN DAY (CL1822)
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Fig. 10A
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. ﬁﬂﬁamaﬂhmﬁaaﬂhﬁﬂmﬁmuQﬂﬂi (Fig. 8A)

2. theenlualddnlufiunuesisainu

3. Feenluareaznaull a sudaiudieddsyiionan

4. p3RRsBUANNILLNTBIABRaINUlnuNINAARYRIRBNluAI9EEN

5. femluaspanifistanidsnuazinenainueanmndasnisaonnanluais (Fig. 10B)

muﬂmmaaﬂhmﬁﬂ‘ﬁ

16mm

%

13mm

—15
-

O C = 6.35mm (1/4”)
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zinsano Afiomalday Zinsano MANUAL GUIDE

msldpenlumeiibigndesmuniusdioins snanldnenainungaesnanniadesie Terms of warranty

MIRaG Ltamﬂﬂﬂ,ﬂﬂ‘ifﬁtﬁ%&l (CL1821) 1. The Company will not responsible if the User removes or modifies without the approval of company.
Toasszia nammmLma%aaﬂnﬂﬂ%ﬁriauﬁ'mﬁﬂﬁauLmeﬁaLﬁJ?iEJuLLLJa\‘fLW] 2. Standard accessories are not subject to warranty conditions, such as consumable materials or
LLﬁmi?QﬂﬂUﬂaﬁﬂﬁ@ﬂum wnvistareulduonne’ material that must be replaced for a specified period of time.

3. The Company will not responsible for any damage caused by improper use of the manual or excessive
use of the machine.
4. The Company will not responsible for any damage caused by accident or negligence of the User.

5. The company will not responsible for any damage from power supply problem of User that are not up

to the standards of the product.

Flg- 12A 6. The company is not responsible for any damage that is not maintained properly or not follow the

instructions in the user manual.

1. gnuferfioanuuusndwitndesfiosrwiegUnsalay

gl

2. Wanudsamuunafiimuawiniu Symbol
3. Iﬂ'aﬂﬂaﬂﬂL“ll’lﬁ’éllﬂﬂﬂ%’muLL@ZﬁUQuLm'Jua@ﬂﬁUWHﬁ (Fig. 12A) The symbols used for the tool to understand the meaning of the symbols before the operation.

4. nangnudealaunishveanuilagnse (Fig. 12B)

CE Marking is the manufacturer’s declaration that the product meets the requirements of standard
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Maintenance Information regulation.

o winsrnsauunmeduazaiudidudaaldsumagesnmedegnis

msfuBlufiuvielaznanidsmssuiaunalaense @ Read instruction manual carefully ’gf Voltage (Volt)

o iinrnutlanndy edpsilauazuunimednsldiumItenusITugUILS YNy

o THuunimaIuazindosmauuninasfiuuzinyngu A Warning! Danger gy Rated Power (Watt)
o Asfinuuawodlrvieanninghin limsifuliluiintgamgiige

fifiau : suwdulisAvifinsevilasiudnendleldnuaiuaue WotlosiugiRmaiiorafiadu. i Wear safety glasses @ No-Load Speed
fiFieu : s shaudnlawazUfiinuuuzhlugionsidnuieananudsslunsifingifiuguazan ‘ Wear safety glove

anadsmeiliAndy
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